






	          

Current inputs			   4 (1 A and 5 A) with automatic short circuiters
Voltage inputs			   4 (0 - 800 V)
Digital Inputs			   Switching thresholds adjustable via software
Power supply			   Wide range power supply
Terminals			   All terminals plug type
Mounting			   Door mounting
Type of enclosure		  IP54
Dimensions of housing		  212.7 mm x 173 mm x 209 mm (W x H x D)
Weight (max. components)	 approx. 4 kg
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Enabling Electrical Power Systems Integration

Order form MRA4

Directional Feeder Protection MRA4
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Hardware variant 2
Standard
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Housing and mounting
Door mounting
Door mounting 19“ (flush mounting)
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Communication protocol
Protocol/without protocol 
RS485/terminals, Modbus RTU, IEC60870-5-103 
Ethernet (RJ45), Modbus TCP, IEC61850* prepared (Hardware/Interface) 
Optic fiber, Modbus RTU, IEC60870-5-103 
RS485/D-SUB, Profibus**, Modbus RTU, IEC60870-5-103

 
A 
B 
C 
F 
G

Presetting of available menu languages
Standard English/German

* Additional cost for the software update tool IEC61850 per device are 250 €. 
The devices can be updated via device front interface (RS232) and PC locally
Expected availability: 01.01.2010
**expected 07.09


